
POWERFUL. PRECISE. MADE FOR AUDIO LABS.PRO 30 3D Printer

Technology 385 nm DLP with Force Feedback

Build Plate Size (W x D x H) ~ 50 Ear molds & shells
192 x 108 x 155 mm​​ 
7.5 x 4.2 x 4.5 inches​

XY Accuracy +/- 25 µm​

Available Print Layer Thickness 25-150 μm​

Material Availability 70+ validated

Touch Screen Size 10 inch touch screen  

Connectivity WiFi, LAN, USB

Device Dimension 480 x 410 x 690 mm
18.8 x 16 x 27 inches

Device Weight 40 kg / 88 lbs.

Warranty 1-Year CARE Plus Plan 
included

PRO 30 3D Printing Solution 
Technical Specifications

Curing System 360° LEDs​ 

Chamber Volume (W x D x H) ~ 50 molds & shells
179 x 117 x 102 mm
7 x 4.6 x 4 inches

Curing Environment Vacuum or inert gas

Cycle Time 6 - 10 minutes per cycle

Connectitvity WiFi or LAN

Device Dimension 234 x 431 x 268 mm
9.6 x 17 x 10.5 inches

Device Weight 13 kg / 29 lbs.

Warranty 1-year CARE Plus Plan included

CURE Post-Processing

Cleaning Mechanism Pump system with 2x propellers

Chamber Volume (W x D x H) ~ 50 molds & shells
119 x 160 x 99 mm
4.7 x 6.3 x 4 inches

Cleaning Agent Isopropylalcohol, Ethanol

Cycle Time 6 - 10 minutes per cycle

Connectitvity WiFi or LAN

Device Dimension 342 x 464 x 295 mm
13.4 x 18.2 x 11.6 inches

Device Weight 15 kg / 33 lbs.

Warranty 1-year CARE Plus Plan included

WASH Post-Processing
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Ear Molds & Shells up to 50 Ear Molds & Shells

35 minutes 100μm layer thickness 
printed with  RS Crystal Polish Reservoir

3-Click Print Preparation
• Integrated with leading CAD software  
	 providers for a seamless workflow

• Easy-to-use AI workflows for positioning  
	 and support settings

• Minimal learning curve with guided 
	 onboarding wizard

WASH
• 1-click process with smart connection from 		
	 printer to wash to cure

• 2-step wash cycle and drying mechanism​

• Reduced smell with activated carbon filtration

CURE
• Achieving peak performing 3D prints with 		
	 360° curing in a vacuum environment

• Stackable with WASH saving valuable 		
	 bench space​

Print Studio

Optimized for Audiology 3D Printing

• 4k Light Engine printing with +/-25μm  
	 pixel size optimized for high-precision printing

• Powerful printing speeds with  Turbo

• Built-in chamber-heating

• Integrated Camera reporting print job  
	 success to RS Customer Portal for  
	 production control and quality assessment

Powerful & Reliable

Rapid Support
1-Year CARE Plus Plan included  
with purchase of PRO 30 3D printer 
 
Service includes:

•	90-Day Coach with Rapid Shape  
	 Digital Workflow Specialist

•	Continued Support and access to workflow  
	 guides and troubleshooting tools

•	Annual sensor send-in

•	Full repair coverage & immediate  
	 device replacement if necessary


